
Specific & Performance 

• Stainless steel sensor 

• Sensor and socket are one piece, it could withstand 

high pressure and vibration 

• Maximum range: 1000bar 

• No O-ring; no oil; no leakage 

• Customization are available 

Application 

• OEM Customer 

• Hydraulic system 

• Mechanical machine 

• Compressor 
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0.5FSO I 0.25%FS per BFSL 

4-20mA 2wires 0-1 OV 3wires 0-5V 3wires 0.5-4.5V 3wires 

12-30VDC,24VDC remmended 

Compensation range Medium 

-20...85.C -40... 125.C 

Enviroment 

-40...85C 

5VDC 

Storage 

-40...125.C 
Zero Point 

0.02%FStc 

Full Scale 

0.02%Fstc 

Packa时， 1m wire, M12叫 4 pins, Hirschmann DIN43650 

IP 67 orlP65(Hirschmann connection) 

G1/4", G1/2", M20叫 .5 ， 1/2"NPT, 1/4"NPT 

20g, 20Hz...5kHz 

100g, 11ms 

17 -4PH stainless steel 

10 million load cycles 

Yes 

30V 

Current Output: RL:5(Us-12)/20kO Voltage Output: RL > 10 kO 

100MO at 500VDC 

1ms 

Max working pressure: 200% F.S.;Burst pressure: 500% F.S.; 

(customizable) 
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Electrical Connection 

Terminal 

2 

3 

4 

~ 
/4V V3\ 

\1" r-2J 

飞~

M12叫

2-wire 

Power 飞"

Signal 

3-wire 

Power "+" 

Power "-" 

Signal 

Dimension (Unit:mm) 

524 

.19 

M12叫 (4 pin) 
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⑨ 
DIN 43650 Packard 

Terminal 2-wire 3-wire Terminal 3-wire 

Power "+" Power 飞" A Power 

2 Signal Power "-" B Power 飞"

3 Signal C Signal 

DIN43650 Compact Type (Only O.5-4.5V Output) 
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2 

Brown

Black

Blue

White



Process Connection (mm) 

G1/4" DIN3852 

Code Specification 

2. 

3 

4目

5. 

6. 
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G3/8" DIN3852 

LV order i 吨 code
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1/4" NPT 

1/4" NPT 
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