
Standard 2-wire: 4-20 mA / Vs = 12-30 Vdc
Optional 3-wire: 0.5-4.5 Vdc, 0-5 Vdc, 1-5 Vdc, 0-10 Vdc / Vs = 10-30 Vdc   

2 M cycles

INDUSTRIAL PRESSURE 
TRANSMITTER
P8320 series pressure transmitter is designed to cover the 
majority of industrial applications in the field of industrial 
pressure measurement technology. High accuracy, compact 
design, robust construction and flexibility. The fully welded 
measuring system (without seals) made of high-grade 
stainless steel allows this device to be used in almost 
all media, even in harsh conditions. The structure 
ensures optimum protection against process 
medium leakage.

Features
   Measuring ranges from -1 ... 0.0 to 0 ... 600 bar
   Output 4 ... 20 mA, DC 0 ... 10 V, DC 0 ... 5 V and others
   Process connection G ¼ , ¼ NPT and others 
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Output Signal

Accuracy
Response Time
Insulation
Permissible 
Temperatures

Pressure Port / Housing

Wetted Parts

Current Consumption

EMC

Stability

Operation Life

±0.5% FSO (±1% FSO for pressures ≤ 45 psi (3 bar))          
<10 ms
>100 MΩ @ 50V
Operating: -40°F to 212°F (-40°C to 100°C) (185°F (85°C) maximum zero span)
Compensating: 14°F to 176°F (-10°C to 80°C) (158°F (70°C) maximum zero span)

304 SS
Seals: NBR 
Diaphragm: Ceramic

2-wire: 25mA max
3-wire voltage: 5mA (short-circuit current 20mA)

EMI: EN50081-1/-2
EMS: EN50082-2

Vibration: 10 g/ 5 Hz to 200 Hz
Shock: 20 g/ 11 ms   

Specifications

  Protection IP65 / IP67   
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Connector DIN43650 / Mini-Hirschmann
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Connection Diagrams

Dimensions (in mm)

Connector DIN43650 Cable outletPackard connection
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Connector Mini-Hirschmann

Range Over-pressure Burst Pressure*
-1/0 bar 1 bar 2 bar
-1/3 bar 4.5 bar 9 bar
-1/4 bar 6 bar 12 bar
-1/6 bar 9 bar 18 bar
-1/10 bar 15 bar 30 bar
0/1 bar 2 bar 3 bar
0/1.6 bar 2 bar 5 bar
0/2.5 bar 4 bar 8 bar
0/4 bar 6 bar 12 bar
0/6 bar 9 bar 18 bar
0/10 bar 15 bar 30 bar
0/16 bar 24 bar 48 bar
0/25 bar 38 bar 75 bar
0/40 bar 60 bar 120 bar
0/60 bar 90 bar 180 bar
0/100 bar 150 bar 300 bar
0/160 bar 240 bar 480 bar
0/250 bar 375 bar 750 bar
0/300 bar 450 bar 900 bar
0/400 bar 600 bar 1,200 bar
0/500 bar 750 bar 1,500 bar
0/600 bar 900 bar 1,800 bar

 Pressure Ranges
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