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Broad World Precision
BALL BEARING GUIDE POST SETS
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Hardness HRC58~(High Frequency Quenching) T -




GTJ GWA/GWO FL
Type D L BL RL 10 INCREMENT
20 8090 100 110 120 50 50 40~ 140
50 50 -
22 8090 100 110 120 60 60 40~ 140
25 80 90 100 110 120 130 60 60 40~ 150
BGQJS 80 75
BGCJS 28 100 110 120 130 140 150 160 gg Sg 50~150
BGDJS 80 75
32 120 130 140 150 160 100 90 70~190
80 75 ~
38 140 150 160 170 180 100 90 80~190
100 90 -
45 140 150 160 170 180 120 110 80~ 190
T D L GTJ GWA/GWO FL
ype BL RL 10 INCREMENT
20 100 110 120 130 140 150 160 170 180 50 50 40~ 140
22 120 130 140 150 160 170 180 28 28 40 ~ 140
25 120 130 140 150 160 170 180 60 60 40~ 150
BGAJS 80 75
BGBJS 28 140 150 160 170 180 190 200 gg ?g 50 ~ 150
32 160 170 180 190 200 220 240 70~190
100 90
80 75 -
38 180 190 200 220 240 260 100 90 80~ 190
100 90 -
45 180 190 200 220 240 260 120 110 80~190
GTJ
Type| PostD D1{D2|D3| T |L1|L2| £ M1 XP d| A M R | H|RL S 01| H1| H2 Bolt
d2 | D4 Tolerance
20 2912819.5 5 |15 38 26 | 37 2.0 50| 0~19 | 15
— —— M10X1.5 —
22| 70029 31/ 30 p15 | 16 42 4|28 40 M8 x 18 14|60| 0~23 | 20| 7 | 8 | &~25
— 810 .07 =2
BGAJ| 25 36| 35 [24.5 18 50 14 31| 45 75| 0~30 | 25
BGBJ —
ggéj 28 39| 36 |27.5 20 50| M12X1.5 36 | 50 90| 0~37 | 30
|—{*0.025 10 5 M10x22 [3.5] 16 8 [ 10| 10~30
BGDJ +0.020
BGQJ|32 44 | 40 (31.5 23 60 40 | 55 110| 0~47 | 35
12
38 5349037.9 [27] |60 48|64 | 9 06
—:8'832 12 M16x15 | 20| 6 M12x27 | 4 |18 10 [ 12| 12~35
45 ) 59| 55 44.5 3211570 55|74
BGAJS 22 909 - 60 - 80 - 4PCS
BGBJ 25 120 - 4PCS

Please contact us if you have other special request or specifications.
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