
Copyright 2016 NL Scientific Instruments Sdn. Bhd. All Rights Reserved. Revision 3(All information in this catalogue only for customer’s 
reference and not for quotation. Design and dimension maybe change without prior notice.)

A
ggregate & Rock

ASIA LEADER MATERIAL TESTING EQUIPMENT

AGGREGATE & ROCK
Civil Engineering Testing Equipment
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Model Number

Approx. Weight

NL 1004 A / 001

56 kg

Technical Specifications :

Model Number

NL 1004 A / 001 – A 001

Accessories Description

Grid Sieve Receiver / Lid

Optional Accessories :

Grid Sieves Set used for determination of particle 
shape flakiness index of aggregate & suitable only 
for hand sieving. These are made using aluminium 
frames & stainless steel rods.

GRID SIEVES SET
Standard: EN 933-3, UNI 8520-18,
NF P18-561, NLT 354

Set Consists Of :

Model Number

NL 1004 A / 001 – P 001

NL 1004 A / 001 – P 002

NL 1004 A / 001 – P 003

NL 1004 A / 001 – P 004

NL 1004 A / 001 – P 005

NL 1004 A / 001 – P 006

NL 1004 A / 001 – P 007

NL 1004 A / 001 – P 008

NL 1004 A / 001 – P 009

NL 1004 A / 001 – P 010

NL 1004 A / 001 – P 011

NL 1004 A / 001 – P 012

NL 1004 A / 001 – P 013

NL 1004 A / 001 – P 014

Slot Width

2.50 mm

3.15 mm

4.00 mm

5.00 mm

6.30 mm

8.00 mm

10.0 mm

12.5 mm

16.0 mm

20.0 mm

25.0 mm

31.5 mm

40.0 mm

50.0 mm

Sampler Grading


