
Copyright 2016 NL Scientific Instruments Sdn. Bhd. All Rights Reserved. Revision 3(All information in this catalogue only for customer’s 
reference and not for quotation. Design and dimension maybe change without prior notice.)

A
ggregate & Rock

ASIA LEADER MATERIAL TESTING EQUIPMENT

AGGREGATE & ROCK
Civil Engineering Testing Equipment
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Used to determine the thermal and weathering properties or aggre-
gate in drying shrinkage of concrete.

PRISM MOULD 50x50x200 mm
Standard: BS EN 1367-4 

Determination of Drying Shrinkage

Unit Consists Of :

Model Number

NL 1020 X / 001 – P 001

NL 1020 X / 001 – P 002

Parts Description

Brass Insert (10 pcs/pack)

Ø8mm Steel Ball

Qty

1pack.

2pcs.

Optional Accessories :

Model Number

NL 3024 X / 002A

NL 3024 X / 002 - A003

Parts Description

Length Comparator

Reference Rod 205 mm

Technical Specification :

Model Number

Specimen Dimension

Material

Mould Dimension

Approx. Weight

NL 1020 X / 001

50 x 50 x 200 mm

Polish Surface Mild Steel

240(L) X 80 (W) X 58 (H)

4 kg
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