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Features

◎ Aluminum gauge head

◎ Manual input of all wheel data

◎ Pluggable position pick up board

◎ LED side light

产品特点

◎ 标配铝尺头

◎ 手动输入轮辋距离值、直径值、宽度值

◎ 插拔式光电板

◎ LED 照明系统，操作更方便

Technical specifications/ 技术参数：

Features

◎ Inside and outside 12 o’clock position self-calibration

◎ Automatic distance/wheel diameter measuring

◎ Laser technology to indicate the unbalance position

◎ LED side light

产品特点

◎ 平衡自校采用里外 12 点位置自校

◎ 自动输入轮辋距离值、直径值

◎ 电动激光准确指示轮胎的不平衡粘贴位置

◎ LED 照明系统，操作更方便

Technical specifications/ 技术参数：

Motor power/ 电机功率：

Power supply/ 电压：

Max wheel weight/ 最大车轮质量：

Max wheel diameter/ 最大车轮直径：

Rim diameter/ 轮辋直径：

Wheel width/ 轮胎宽度：

Balancing precision/ 精度：

 Second test/ 二次拆装 :

Cycle time/ 平衡周期：

Max balancing speed/ 最大平衡速度：

Noise level/ 工作噪音：

0.2kW

230V/110V

65kg

1000mm

10”—24”

1.5”—17”

±1g

≤ 5g

7s

200r.p.m

<70 dB
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