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valve & fi tting

Safe Product Selection
When selecting a product, the total system 
design must be considered to ensure safe 
performance.  Function, material compatibility, 
adequate ratings, proper installation, operation 
and maintenance are the responsibilities of the 
system.

Operation

■ Valves are designed to control fl uids in full open or full 
closed position.

■ Valves that have not been actuated for a period of time 
may require a higher initial actuation torque.

■ Valve must be in open position during system test not 
to damage the valve seat.

Dimensions

Ordering No. End Connection Bore Dimensions (mm)
Inlet Outlet L L1 H H1 W

HPBV01S4FF 1/4”NPT female 1/4”NPT female 9.52 62.4 31.2 61 32 87

HPBV01S6FF 3/8”NPT female 3/8”NPT female 9.52 62.4 31.2 61 32 87

HPBV01S8FF 1/2”NPT female 1/2”NPT female 9.52 86.5 43.25 61 32 87

HPBV01S4OD 1/4” O.D. 1/4” O.D. 9.52 89.8 44.9 61 32 87

HPBV01S6OD 3/8” O.D. 3/8” O.D. 9.52 93.4 46.7 61 32 87

HPBV01S8OD 1/2” O.D. 1/2” O.D. 9.52 98.4 49.2 61 32 87

All dimensions shown are for reference and subject to change without prior notice.
Sizes listed are standard.  Other sizes and end types are available upon request.  Refer to ordering information.

Ordering Information

HPBV S  4 FF 
Series Body Material Size End Connection Seat Material

HPBV01 S 316 S.S. 4 1/4” FF Female X Female PK PEEK

6 3/8””
OD VEE-LOK   twin   ferrule 

tube fi ttings
PV PVDF

8 1/2” DV Devlon® V-API
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