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PVC-U / FRPP Butterfly Valve ( Lever Type ) DN50-DN200 ( 2”- 8” )
Working Pressure:  DN50-DN150 ( 2”– 6” ) 150PSI  PN1.0MPa;    DN200 ( 8” ) 90PSI  PN0.6MPa;                                     

Standard: DIN, ANSI, JIS Standard; Hi-Quality, Low Torque, Lockable, Acid-Proof, Alkali-Proof, 100% Test
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With Carbon Steel Stem #45 & EPDM Rubber
With Stainless Steel Stem #304 & EPDM / FPM Rubber
With Stainless Steel  Stem #316 & EPDM / FPM Rubber

Logo & Mark

 

Increase the Locking Hole to Lock the Valve

Integrated Structure of Valve Seat and Valve Body.                                                                                                      
Heavy the Valve Body, Thicken the Valve Plate, Thicken the Valve Stem, the Valve Stem Limit
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Longer & Wider Handle,Handle Lever Bigger, Effort Operation
PVC-U / FRPP Butterfly Valve ( Lever Type ) DN50-DN200 ( 2”- 8” ) DIN ANSI JIS Standard

No. Parts Quantity Material

1 Valve Body 1 PVC-U / PVC-C / FRPP

2 Valve Seat 1 EPDM / FPM

3 Valve Disc 1 PVC-U / PVC-C / FRPP

4 Valve Stem 1 C.S.45 / S.S.304 / 316

5 Valve O Ring 2 EPDM / FPM

6 Stem Retainer 1 PVC-U / ABS / FRPP

7 Locking Plate 1 ABS / PP

8 Screw 4 C.S.45 / S.S 304

9 Cap 4 ABS / FRPP

10 Handle Bushing 1 C.S.45 / S.S.304

11 Screw Bolt 1 C.S.45 / S.S 304

12 Valve Handle 1 PVC-M / ABS

13 Pin 1 ABS / FRPP

14 Spring Chamber 1 S.S.304

15 Lockable Hole 1

16 Handle Lever 1 PVC-M / ABS

17 Opening Plate 1 ABS / FRPP

18 Handle Limit 1 ABS / FRPP

19 Trademark Cap 2 ABS

20 Size Plate 1 ABS

21/22  Seat Locating Ring 3 EPDM / FPM

Valve Body & valve Seat Inlaid Structure
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Dimension of PVC-U / FRPP Butterfly Valve [ Lever Type ]

SIZE
Inch 2" 2 - 1/2" 3'' 4" 5" 6" 8"

DN 50 65 80 100 125 150 200

ØD 165 184 200 229 262 290 350

P.C.D.
ØD2

DIN 125 145 160 180 210 240 295

ANSI 120.5 139.5 152.5 190.5 216 241.5 298.5

JIS 120 140 150 175 210 240 290

Ød1 50 65 80 99 124 148 198

L 43 46 49 54 64 70 88

ØD3 126 126 126 126 178 178 178

H 243 265 281 316 368 400 465

L1 193 193 240 240 315 315 360

H1 115 128 135 156 177 193 229

H2 38 38 38 38 50 50 50 

n-Øe

DIN 4-Ø20 4-Ø20 8-Ø20 8-Ø20 8-Ø20 8-Ø26 8-Ø26

ANSI 4-Ø20 4-Ø20 4-Ø20 8-Ø20 8-Ø26 8-Ø26 8-Ø26

JIS 4-Ø20 4-Ø20 8-Ø20 8-Ø20 8-Ø26 8-Ø26 12-Ø26

PN
PSI 150 150 150 150 150 150 90

MPa 1.0 1.0 1.0 1.0 1.0 1.0 0.6

W1 54 54 54 54 70 70 74

W2 30 30 30 30 36 36 36

Torque N.M ﹤10 ﹤10 ﹤15 ﹤25 ﹤40 ﹤55 ﹤70
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PVC-U / FRPP Butterfly Valve ( Lever Type ) DN50-DN200 ( 2”- 8” ) DIN ANSI JIS Standard
Hi-Quality, Low Torque, Lockable, Acid-Proof, Alkali-Proof, 100% Test
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