Intelligent PM VSD
Screw Air Compressor

@ [E3 high-efficiency energy-saving PM motor saves
energy up to 6-7%, compared with three phase
asynchronous motor.

@® Latest air end, one-shaft structure, more
compact, stable, Level 1 national standard of
energy efficiency.

@ Due to intelligent inverter technology, PM VSD air
COMPressor saves energy up to 42%.

@® Infernet remote control technical - your
compressor-keeper.,

@® DEHAHA proprietary technologies.

Air End And NMotor Are Combined

Germany Rotorcomp air end, German technology,
level 1 energy efficiency standard.

IP55S protection for fully enclosed motor, eliminating
the hidden danger of dust being attracted by the
motor's magnetic steel.

No electric excitation start.

Using high-grade magnetic steel, 180°c temperature
resistance.

IE3 Energy-efficient Motor.



Technical Parameters

Air Delivery (m“/min)

Dimension {(mm)

A Aisctas Power Noise Outlet Weight
0.7Mpa | 0.8Mpa | 1.0Mpa | 1.3Mpa (kW) (Db} diameter | | ongth Width Height (Kg)
DM-10A 1.3 1.2 1 / 7.5 63 G3/4 895 590 970 190
DM-20A 24 2.3 2 1.7 15 85 G3/4 1062 690 1000 236
DM-30A 415 3.7 32 28 22 68 G1 1330 830 1265 410
DM-40A 57T 52 / / 30 88 G1 1330 830 1265 520
DM-5S0A 6.9 6.5 56 4.9 37 59 G112 1500 940 1415 655
DM-80A 81 7.5 6.75 59 45 70 G11/2 1500 940 1415 730
DM-75A 103 95 83 7.8 55 70 G2 1600 | 1060 1470 950
DM-100A 13 12.8 11 95 75 i2 G2 2000 ' 1120 1590 1070
DM-125A 167 155 140 125 a0 72 G2 2000 1120 1590 1221
DM-150A 208 19.6 17.8 15.5 110 72 DNG5S 2400 ’ 1630 1980 1950
DM-175A 24 1 232 19.5 17 132 72 DNG5 2400 l 1630 1980 2150
DM-220A 288 27 8 230 20 160 72 DNSO0 2800 | 1828 2150 3620
DM-250A < 5 B9 312 275 258 185 i2 DNS8O 2800 | 1828 2150 3920
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