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@ MAYA CABLE - PRODUCT SPECIFICATION

PVC INSULATED, NON-SHEATHED CABLE

CONDUCTOR : PLAIN ANNEALED COPPER CONDUCTOR

INSULATION : PVC

COLOUR (INSULATION) : RED / YELLOW / BLUE / BLACK / WHITE / GREEN
OR GREEN/YELLOW

CORE(S) : SINGLE

MAX. CONDUCTOR TEMPERATURE :70°C

ELECTRICAL CHARACTERISTIC

Cross Sectional . Overall . Min. Insulation .
Insulation . Plain Annealed . Weight /100m

Area of Thickness Dlameter Copper @20°C Resistance (approx.)
Conductor (approx.) @70°C ’

mm Ohm/Km M_Ohm/Km Kg

1.5 0.7 3.3 12.11 0.0110 2.1

2.5 0.8 3.9 7.41 0.0100 3.2

4 0.8 4.8 4.61 0.0077 4.9

6 0.8 5.4 3.08 0.0065 6.9

10 1.0 6.8 1.83 0.0065 11.6

16 1.0 8.0 1.15 0.0050 17.9

25 1.2 9.8 0.73 0.0050 27.9
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SUITABLE FOR

Building construction, power and lighting
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