STATIONARY
OXYGEN CONCENTRATOR OLV-10

Advanced Features:
. . CARE FORYOU'!
4France imported CECA molecular sieve
4High oxygen purity 93% + 3% V
4l ong lifespan more than 18000 hours
42 years warranty www.zzolive.com

4l arge LED display
4\Voice function



SPECIFICATION

maximum recommended flow 0-10L/min
oxygen concentration 93%+3%
Power supply 220V £ 22V, 50Hz + 1Hz/110v * 15V,60Hz & 1Hz
Output pressure 40kPa~80kPa
Input Power 550W
Whole machine noise 56dB (A)
Net weight 20kg
Dimension(MM) 344x306x565mm
Working system Continuous flow
Thesound pressure ~40dB
of auditory alarm signal
Atomization quantity =>0.15ml/min(Only modes with atomization function)
Release pressure of air
compressor safety value 250kPa+50kPa
nlz)l(r)nvivnr; lnpg ree\sgcjerz ios,u;ll(;ta 0-10L/min
Flowrange when outlet .
nominal pressureis0 0-10L/min

Device operation above or outside of the voltage ,LPM,temperature ,humidity and/or
altitude values specified may decrease oxygen concentration levels

Accessories

NasalCannula Hepa Filter First Filter Humidifier

Zhengzhou Olive Electronic Technology Co.,Ltd. www.zzolive.com

Tel: 0086 371 8609 7307 Fax: 0086 371 6906 7368 E-mail: info@zzolive.com
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