


PANDA GREEN (PCC)

PANDA GREEN (PCC) SIMEN Re¥EMESKiE

is a brand name for superior quality blended

bagged cement which complies to the
requirements of MS EN 197-1:2014 CEM

II/B-M(S-L) 32.5R. It is specially formulated

to achieve required strength with better
workability. PANDA GREEN is made by
grinding high quality portland cement

clinker with carefully selected cementitious

materials in a controlled environment to
ensure consistent performance.

merupakan jenama simen komposit yang berkualiti tinggi
serta menepati piawaian MS EN 197-1:2014 CEM
II/B-M(S-L) 32.5R. la dirumus khas bagi mencapai kekuatan
serta kebolehkerjaan. PANDA GREEN dihasilkan dengan
kaedah pengisaran portland simen klinker berserta dengan
bahan-bahan simen yang terpilih, dalam persekitaran yang
terkawal bagi memastikan prestasi yang konsisten.
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ADVANTAGES APPLICATIONS

KELEBIHAN A= APLIKASI iR

e EASY TO MIX Suitable for all general purpose usage including
Mudah dicampur BF#A brick laying and plastering.

¢ IMPROVED WORKABILITY Sesuai untuk semua jenis kerja-kerja simen termasuk kerja
Meningkatkan kebolehkerjaan 125 T {Et% RemASEngaN Cen e ampaiApIRsIe:.

—i02INEE, SRARVKE, BIEMEEREKN.
¢ IMPROVED COHESIVENESS

Meningkatkan kepaduan MNERSE

* IMPROVED FINISHING s PACKAGING
ggg%‘;% permukaan yang lebih licin PEMBUNGKUSAN @%

Panda PCC is available in 50kg bags

* REDUCED BLEEDING Dalam beg 50kg  50Z\FF/4%

Mengurangkan penjujuhan 3/ K55




SPECIFICATIONS MS EN 197-1:2014 CEM I/B-M(S-L) 32.5R

Initial Setting Time (minutes) Not less than 75

Mortar Prism Compressive Strength

2 Days (N/mm?) Not less than 10

28 Days (N/mm?2) Not less than 32.5
Soundness (mm) Not more than 10

Sulfate Content, SOs (%) Not more than 3.5

Chloride (%) Not more than 0.1
SPESIFIKASI MS EN 197-1:2014 CEM II/B-M(S-L) 32.5R
Masa Penetapan Permulaan (minit) Tidak kurang daripada 75
Kekuatan Mampatan (Prism)

2 Hari (N/mm?2) Tidak kurang daripada 10
28 Hari (N/mm?) Tidak kurang daripada 32.5
Kekukuhan (Pengembangan) (mm) Tidak lebih daripada 10
Kandungan Sulfat, SO, (%) Tidak lebih daripada 3.5
Kandungan Klorida (%) Tidak lebih daripada 0.1

O RFEIARME MS EN 197-1:2014 CEM I/B-M(S-1) 32.5R

A EEE78] (34D) AF 75
nERE

2 X (N/mm?3) AF10
28 X (N/mm?) KF32.5
BEM (mm) IF 10
=R kifR=SE S0, (%) IMNF 35
SEFSE (%) MNF 0.1
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)3 Hume Cement

A Member of the Hong Leong Group

Hume Cement Sdn.Bhd. (209211-1)

Level 5, Block D, 15A, Jalan 51A/219,

46100 Petaling Jaya, Selangor Darul Ehsan.
Tel: +603 7866 9000  Fax: +603 7866 9009
Email: enquiry@humecement.com.my  Website: www.humecement.com.my




