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· Luminance efficiency up to 160LM/W

· Self-encapsulated design offers eight optional 1900-6000K white lights

· With life span over 60000H

· Ta: -25~40°C；Tc：75°C（max）

【Dimension】 

【General description】

· Photometric of 1M strip ·AAI Figurestrip

【Photo-electric Parameters】 

CRI Color CCT Lumen(lm/m) Lumen(lm/ft) lm/W ErP 2019
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Max.length： 5000mm(16.4′)

Cutting unit：8leds/62.5mm(2.46")

LED pitch：7.81mm(0.31")

Min. bend diameter：Φ60mm(2.36") 

Mounting： 3M tape 

tape IP：IP20/IP65/IP67

Warranty： 5years

Input voltage：DC24V

Max.power: 9.6W(1m)

Power range: 7.8～9.6W(1m)

Rated current：0.36A(1m) /1.5A(5m)

Typical Power：8.7W(1m) /36W(5m)

CRI：80/90/95

On-off times: 10000（test times）

Copper foil: 3oz
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C90/270,119.3

AVERAGE BEAM ANGLE(50%):119.1 DEG
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1m 339.32cm116.2,461.2lx

2m 678.64cm29.05,115.3lx

3m 1017.96cm12.91,51.24lx

4m 1357.29cm7.262,28.83lx

5m 1696.61cm4.648,18.45lx

6m 2035.93cm3.228,12.81lx

7m 2375.25cm2.371,9.412lx

8m 2714.57cm1.816,7.206lx

9m 3053.89cm1.435,5.694lx

10m 3393.21cm1.162,4.612lx

Height Eavg,Emax DiameterAngle:118.97deg

Flux out:1095 lm

(Warranty is based on indoor use)

D8128-24V-8mm 

LUMEN ILLUMINATION SDN BHD



1.The tolerance of output data can be vary up to 15%. 
2.the output data tested according to IES TM-30-15.
3.the output data is based on IP20/1merter，data of 5m in only for reference.
4.IP protection process leads changes to size, CCT and luminous flux.
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Colors’BLN range

ANSI C78.377A

Colors’BLN range
One BIN < 2 SDCM
Two BIN < 3 SDCM



【IP process information】 

IP65
Gluing 

End Cap

IP67
Molded 

End Cap

32mm（1.26"）

ET

EG/EGR IP65
Gluing 

End Cap

16mm (0.63")10mm
(0.39")

9.
3m

m
(0

.3
7 "

)

9.3mm(0.37")
8mm(0.31")

32mm（1.26"）
20mm（0.79"）9.5mm

（0.37"）

12
m

m
（

0.
47
"）

8mm（0.31"）
10mm（0.39"）

5m
m

(0
.2

")

5m
m

(0
.2

")

3.
7m

m
(0

.1
5"

)

10
.3

m
m

(0
.4

1"
)

5.
5m

m
(0

.2
2"

)

20mm(0.79")

3mm(0.12")

IP65
Gluing 

End Cap

IP67
Molded 

End Cap

EF

32mm（1.26"）
20mm（0.79"）

9.5mm
（0.37"）

12
m

m
（

0.
47

"）

8mm（0.31"）
10mm（0.39"）

5m
m

(0
.2

")

5m
m

(0
.2

")

3.
7m

m
(0

.1
5"

)

10
.3

m
m

(0
.4

1"
)

5.
5m

m
(0

.2
2"

)

20mm(0.79")

3mm(0.12")

www.lumenillumination.comE-mail:jessie@lumenillumination.com



EGR/IP65

【Electronic & output data】 

IP Process Picture Size optional CCT/color 
for finished product

lumen 
output rate

 Picture description 

NO

NA

ET

EG

EF

No proof

Nano-proof

Extrusion tube

Extrusion 
curved tube

Extrusion filling

8mm*1.5mm

8mm*1.6mm 

10mm*4.8mm

9.3mm*3.8mm

10mm*5mm

1900K/2300K/2700K/3000K/3500K/
4000K/5000K/6000K/G/B

1900K/2300K/2700K/3000K/3500K/
4000K/5000K/6000K/G/B

1900K/2300K/2700K/3000K/3500K/
4000K/5000K/6000K/G/B

1900K/2300K/2700K/3000K/3500K/
4000K/5000K/6000K/G/B

2300K/2900K/3400K/3850K/5800K/
8750K/15000K/G/B

100%

98%

88%

88%

EGR
Milky white all-

inclusive 
hollow arc extrusion

9.3mm*3.8mm 2300K/2700K/3000K/4000K/G/B 85%

86%

【Accessories Information】 

EF/IP67
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Name Picture  description Code  coding

Connector for 
wire and FPC

Connector for 
FPC and FPC

Slim 
connector

Slim 
connector

Fixed Clip

94-42-620800001 TXB208-NOGA

TBB208-NOGA

TBB208-NOTA

TXB208-NOTA012

FSW08SA

DT08EG-A

DW08EG-A

94-42-620800002

81-01-000000-000064

81-01-000000-000066

94-02-00-0002

8mm width, 2PIN connector of wire and FPC,
suitable for white color strip, NO/NA,
2PIN wire18- 22AWG

8mm width, 2PIN connector of FPC and FPC,
suitable for white color strip,NO/NA

Suitable for 8mm board width, 
IP20, 2PIN board-to-board solderless terminal

Suitable for 8mm board width, IP20, 
2PIN wire- to-board solderless terminal

Silicone clip, screw: PA 3*8mm, 
suitable for 8mm FPC,EF/ET strip

Gas phase 
rubber plug

Gas phase 
gel plugging

94-02-00-0038

94-02-00-0039

Translucent gas phase adhesive plug, suitable 
for 8mm wide silicone extrusion eg lamp with

Translucent gas phase adhesive plug, 
suitable for 8mm wide silicone extrusion eg 
lamp with end plug




