PRO SPOT

PORTABLE REPAIR MACHINE

Auto Welding Equipment
QUiCk Focus on Body repair
Specs |-Car

Tool/die repair
Maintenance

Specification :-

Power supply : 220/380V S
Frequency : 50-60 Hz

Input Power : 21 KVA
Output Current : 54/32/16 A
Max. Output Current: 3500 A
Output Voltage : 1-7 V

Operation Way : Electronic Timer Continuously
Welding Mode : One button mode 7 types (Triangular
pieces, round gasket, wavy lines, hot pressing flat)
Gear : Stepless

Power Mode : Resistance spot welding

Net Weight : 40 KG (Host + Tools)

Host size + Trolley : 560x390x880 MM

Welding Time : 0-99S
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Function mode selection
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Power light
Overheat protection light

- O(/ po Spot welding and drawing

Carbon rod ignition

1. Optional mode:

- Welding of star or gasket for drawing body components

- Welding corrugated line, suitable for bending profile (cab)
2. With a maximum output current of 3500A
3. Knob adjustment simple operation

Accessories

Triangle sheet OT Gasket Round Gasket Wavel ne
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Carbon rads

Spot welding head Carbon rod chuck Gasket chuck

Manual suction cup

Wrench Six claws Tool box
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pull hammer

Triangle pull hammer

Manufactured by :

WELDING INDUSTRIES (M) SDN BHD

Sole Distributor:
LONGLIFE WELD SDN BHD
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