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Roll transfer printing machine (Clothing edition) ZS-BA

Name Model Diameter(mm)  Width(mm) Volatge Power Temperature Noise Speed/hour Packing size(mm) Installation size(mm) weight

1200 2100*750*1550 1500%*1900%*1400 550kg
200 7kw 30-40m/h
1700 2510*750*1550 2400*2180*1450 700kg
o 1200 2350*1100*1300 2700%*2120*1220 850kg
o IR
= 320 1700 1 7KW 60-110m/h 2600*1100*1300 2700*2520*1220 1000kg
-
R
~ 1900 2900*1100*1300 2700%*2820*1220 1300kg
S
=1 110V
é' EI:I LS- 1200 220V 0-400°C 30dB 2200*1100*1490 4850*2080*1350 1200kg
3 1% BA 380V
?:1_ 420 1700 28kw 80-120m/h 2750*1100*1490 4850*2580*1350 1300kg
=,
D —~
DR 1900 2900*1040*1490 4850*2780*1350 1400kg
)
S %
E 1700 2740*1250*1700 4950*2600*1600 1900kg
gﬁﬁ 610 35kw 160-220m/h
= 1900 2950%1250*1600 4660*2800*1570 2100kg
3
1700 2800*1500*1900 4950*2650*1720  2500kg
800 60kw 280-350m/h
> iﬁﬂ.ﬂ—% 1900 3050*1500*1900 4950*2850*1720 2700kg
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Note: The above is the standard machine size, We can accept a variety of specifications, Drum width of up to 6 meters, Drum diameter of up to 2.5 meters. \We can provide the approopriate
and practical solutions for our customers.

D> 1E "®t#H" RMEEE / US"DuPont” raw materials blanket
HOEE " FEEEE | BEEAIMM | &ZEINERYF |, FRHEGRK

"DuPont” raw materials blanket with the thickness of 10mm. It is imported from the United States,
which not only has good transfer effects but also long service life.

D> 2.BBE&RfE/ Sigle drum
REXBALENE , REAR/SMNEGZINL , SNERZER , BiEEKEL  KREARIITILEE,

Seamless steel tube roller, inside and outside circle grinding, surface plating Teflon, constantly heating, no

color difference. %ﬁ[gﬂ:;e EMEJDDE%E Ebﬂﬁiﬂ”ﬁ% WQEEEEH ( _J“'Xﬂﬁﬁ ) Eumflﬁ i-zt_'_
Emergency stop switch pressurization device Inflatable shaft rewinding Put transfer paper shaft alarm system

D> 4.=3z(L&EHBIL / Three-ring collector ring

BEEREEEE IR EESEERIR , SBEMEEYT , HIPAR , FREGK > " 5T

Carbon brush connects collector ring by the electric conduction directly, which not only has good _ _"

conductive performance but low maintenance costs, enjoying a long service life. Appllcatlon range
> 4.#O&RE / Imported heating pipe ERATSEMM0T, &R, 85, TZ26R , RENR. BEF,

HOSBRENERSHNENE , BEENPVEE |, 4598 AATFHER200E, Applicable to all kinds of cloth, pieces, shoes and hats, handicrafts, gifts and so on.

Imported Taiwan stainless steel heating pipe and heat conducting olil, directly heating oll layer,
45 minutes or so can be heated to 200 degrees.

> 5.5A47#/ Universal Bearings
S XARFAEYA EiRE , BeBXUR/VHARIER | FEEH4RE.

The machine uses the newest universal bearings, which effectively reduce the
abrasion of bearing and the accessories.
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