Premium Audio Power Amplifier n

LA 101 | 2 x 200W Premium Audio Power Amplifier
LA 102 | 2 x 400W Premium Audio Power Amplifier
LA 103 | 2 x 600W Premium Audio Power Amplifier
LA 104 | 2 x 800W Premium Audio Power Amplifier
LA 105 |2 x 1300W Premium Audio Power Amplifier
LA 106 | 2 x 1600W Premium Audio Power Amplifier

Infroducing our LA Series Premium Audio Power

Amplifier, the pinnacle of audio amplification
excellence. Designed to deliver raw, undistorted
power, this series combines precision and efficiency
for an immersive sound experience. The 200W, 400W,
and 600W versions ufilize Class AB amplification for
superior audio fidelity, while the 800W, 1300W, and

1600W versions feature Class H technology for higher

efficiency and greater power handling. Whether
you're powering a high-energy live performance or
elevating your home entertainment setup, the LA Series
ensures clarity and impact. With advanced technology
and a sleek design, this premium amplifier redefines
audio power, providing the perfect balance between
performance and sophistication for audio enthusiasts

and professionals alike.
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Premium Audio Power Amplifier

LA10l

LA 102

LA103

Power

2x200W

2x400W

2x600W

Total Harmonic Distortion (THD)

THD1/2WP (20Hz-20KHz) <= 0.1%

THD1/2WP (20Hz-20KHz) <=0.1%

THD1/2WP (20Hz-20KHz) <=0.1%

Signal-to-Noise Ratio (SNR)

SNR WP (1KHz) > 85dB (A-weighted)

SNR WP (1KHz) > 85dB (A-weighted)

SNRWP (1KHz) > 90dB (A-weighted)

Frequency Response (8Q 1/10 Power)

20Hz-22KHz < +0.2dB

20Hz-22KHz < +0.2dB

20Hz-22KHz < =0.2dB

Crosstalk (35Hz-10KHz) >=50dB >=50dB >=50dB
Damping Factor (Rated Power) >=500 >=500 >=500
Amplifier Class Class AB Class AB Class AB
Input Impedance 20KQ Balanced, 10KQ Unbalanced 20KQ Balanced, 10KQ Unbalanced 20KQ Balanced, 10KQ Unbalanced
Output Impedance 80,40 80,40 80,40
Input Sensitivity 0.775V,1V, 1.44V 0.775V, 1V, 1.44V 0.775V, 1V, 1.44V
Rated Power (AC 220V/50Hz) 8Q): 2x200W 80): 2x400W 80): 2x600W
40): 2x300W 40: 2x600W 40: 2x900W
8Q) Bridged: 600W 80 Bridged: 1200W 80 Bridged: 1800W
Operating Voltage 220V/50Hz or 60Hz 220V/50Hz or 60Hz 220V/50Hz or 60Hz

Dimensions 483 x315x88 mm (W x D x H) 483 x315x88 mm (W x D x H) 483 x315x88 mm (Wx D xH)
Weight 10.5 kg 12.7kg 13.8kg

LA 104 LA 105 LA 106
Power 2x800W 2x1300W 2x1600W

Total Harmonic Distortion (THD)

THD1/2WP (20Hz-20KHz) <=0.1%

THD1/2WP (20Hz-20KHz) <=0.1%

THD1/2WP (20Hz-20KHz) <=0.1%

Signal-to-Noise Ratio (SNR)

SNR WP (1KHz) > 90dB (A-weighted)

SNR WP (1KHz) > 90dB (A-weighted)

SNR WP (1KHz) > 90dB (A-weighted)

Frequency Response (8Q 1/10 Power) | 20Hz-22KHz < +0.2dB 20Hz-22KHz < +0.2dB 20Hz-22KHz < +£0.2dB
Crosstalk (35Hz-10KHz >=50dB >=50dB >=50dB
Damping Factor (Rated Power) >=500 >=500 >=500
Amplifier Class ClassH ClassH ClassH
Input Impedance 20KQ Balanced, 10KQ Unbalanced 20KQ Balanced, 10KQ Unbalanced 20KQ Balanced, 10KQ Unbalanced
Output Impedance 80), 40 80), 40 80), 40
Input Sensitivity 0.775V, 1V, 1.44V 0.775V, 1V, 1.44V 0.775V, 1V, 1.44V
Rated Power (AC 220V/50Hz) 80): 2x800W 80): 2x1300W 80: 2x1600W
40:2x1200W 40Q): 2x2500W 4Q): 2x 2500W
80) Bridged: 2400W 8Q) Bridged: 2600W 8Q) Bridged: 3000W
Operating Voltage 220V/50Hz or 60Hz 220V/50Hz or 60Hz 220V/50Hz or 60Hz

Dimensions

483x315x88 mm (Wx D x H)

483 x315x 88 mm (W x D x H)

483 x315x 88 mm (W x D x H)

Weight

16.5 kg

18 kg

20 kg
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