


The product uses more practical materials, with a column wall thickness of 2. Smm, 

thickened cross ribs in the inner cavity, and a crossbeam wall thickness of 3mm, 

which effectively resists harsh weather conditions such as strong winds and heavy 

snow in the north. The crossbeam sink is designed in a split type, making installation 

more conveni ent and wiring safer. The top blades can open and close up to 100 

degrees, providing longer lighting time and larger lighting area.

The blade is widened with a light strip design, The night is brighter.
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Column size 175mm * 175mm, wall thickness 2. 5mm

Base 240mm * 240mm, wall thickness 8mm

Beam 80mm * 212mm, wall thickness 3mm

Wall thickness of crossbeam cover 1. 8mm

Sink wall thickness 1. 8mm

Blade 42mm * 210mm wall thickness, thinnest 2mm, 

3mm, thickest 4mm
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Water-diverting blades prevent post-rain dripping

• Integrated drainage handles 50% heavier rainfall

• Hidden motors with screw-free exterior。

Smart Louvre Pergolal

• Tailored dimensions & colors

• Silent smart motor (app/WiFi control)

• 360° uniform LED lighting (unaffected by blade movement)

• Spacious design eliminates claustrophobia

4. Human-Centric Engineering

Weatherproof defense against:

• Rain • Snow • Wind 

• UV rays • Fire • Insects

1. Six-Protection System

2. Modular LEGO®-Style Design

3. 110° Adjustable Louvre System

Mortise-and-tenon modular system

• Simplified accessories reduce 

installation time to just 4 hours

• Tool-free assembly like building blocks

Weatherproof defense against:

• Rain • Snow • Wind 

• UV rays • Fire • Insects

 5.Military-Grade Durability

• 15+ year lifespan

• 2mm+ thick molybdenum alloy core components

• Corrosion-resistant fluorocarbon coating

6. Bespoke Customization





1Alminum Alioy Louver Pnels
(Puty Automated Sunshade and Rain Protection)

2.Rainforced Heavy-Duty Calamns
(Enhanced Wind and Rain Resistance, Stable Support)

3. Expansion Bolt Fiding (Securaly Anchors to the Ground)

4. Columns with Integrated Orpinage
(improved Performance and Experience in Rainy Conditions)

5. Butt-in LED Strip Lights
(Ruminate the Beouty of the Night)



1. DENGLED Waterproof LED Strip
• Color Temperature: 3000K (Warm White)

• CRI (Color Rendering Index): ≥80

• Power Consumption: 5W/m

• Operating Voltage: DC24V

• Protection Rating: IP65 (Dust-tight & Water-resistant)

PRODUCT PARAMETERS

2. Linear Actuator Motor

• Thrust/Pull Force: 1500N

• Max Current: 0.2A

• Speed: 6mm/s

• Stroke Length: 80mm

• Protection Rating: IP67 (Dust-proof & Immersion-resistant)

• Operating Voltage: AC220V。



PRODUCT MATERIALS AND STRUCTURE

Column & Base Assembly
• Mortise-and-tenon interlocking system for secure column-to-base connection
• Ground anchoring with internal expansion bolts for enhanced stability
• Streamlined installation process for rapid deployment

6063-T5 grade aluminum alloy (full product body)
95% fasteners: 304 stainless steel 

Triple-protection: 
Waterproof • Sunproof • Rustproof
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