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Part
Number

Nominal
I.D

（inch）

Internal
dia.

(mm )

Outer
dia.

(mm)

Minimum Bending
Radius ( mm ) Pressure ( Bar ) Weight

（Kg/m）

Static Dynamic Working Burst

13-SSH-1006 ¼” 6.00 10.80 50 124 100 400 0.18

13-SSH-1010 3/8” 10.10 15.50 50 152 90 360 0.25

13-SSH-1012 ½” 12.20 18.00 60 175 80 320 0.26

13-SSH-1020 ¾” 20.30 27.80 70 180 64 256 0.56

13-SSH-1025 1” 25.40 33.50 104 229 50 200 0.68

13-SSH-1032 1 ¼” 32.20 43.60 117 267 40 160 1.10

13-SSH-1040 1 ½” 42.20 53.20 152 292 30 120 1.33

13-SSH-1050 2” 52.00 62.30 160 318 28 112 1.55

13-SSH-1065 2 ½” 66.00 79.00 175 508 24 96 2.35

13-SSH-1075 3” 75.50 93.00 231 610 18 72 2.60

13-SSH-1100 4” 103.00 119.50 250 750 15 64 3.35

13-SSH-1125 5” 125.00 151.00 318 900 12 48 6.30

13-SSH-1150 6” 151.00 180.00 353 1050 10 40 6.90

13-SSH-1200 8” 197.50 230.40 456 1180 8 32 11.10

13-SSH-1250 10” 249.00 280.80 560 1220 6 24 16.50

13-SSH-1300 12” 300.00 335.80 660 1420 5 20 19.40

“A” SERIES HOSE

Specifications

Characteristic: Medium weight / Medium Flexibility

Construction: Annular, Open Pitch

Hose Material: SS 304, SS 316, SS 321

Braid: Single Braid, Double Braid (1.6 x Working Pressure)



STAINLESS STEEL HOSE

www.flytech.com.my Page 9

Welding or silver brazing is method used to attach the end connector to
corrugated flexible hose. These flexible hose are suitable for temperature
up to 250°C

Material available: Carbon Steel / SS 304 / SS 316

TYPE OF FITTING


