INDUSTRIAL RUBBER HOSE

| ASHFLEX SLURRY DISCHARGE HOSE 10 BAR

Common Application

The Slurry Discharge Hose is a heavy-duty hose designed for the
delivery of abrasive slurries such as mud, sand, gravel, cement, and
mining tailings.

Typical Applications SLURRY DISCHARGE HOSE 10 BAR

« Discharge of sand, silt, and gravel in dredging operations

+ Mining and mineral processing slurry transfer

+ Cement, grout, and concrete delivery in construction projects
« Sludge discharge in wastewater treatment plants

+ Quarry and tunnel dewatering operations

Key Features

Reinforcement: Multiple layers of high tensile synthetic cord

Cover: Black colour of SBR blend compound. Sea weather resistant, abrasion and weather resistant.
Inner Tube: Black colour of SBR blend compound. Oily mud resistant

Working Pressure: Constant Pressure 10 Bar / 150PSI

Temperature Range: -20°C to +80°C

Safety Factor: 3: 1

This hose is designed for discharge only. For combined suction and discharge operations, use a Slurry
Suction Hose reinforced with a steel wire helix. Always confirm compatibility with the slurry material and
pressure requirements.
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ASH-SDH-038 1-1/2" 38.1 52 10 150 30 450 30
ASH-SDH-050 7k 50.8 67 10 150 30 450 30
ASH-SDH-063 2-1/2" 63.5 83 10 150 30 450 30
ASH-SDH-076 32 76.2 96 10 150 30 450 30
ASH-SDH-101 4" 101.6 123 10 150 30 450 30
ASH-SDH-127 55 127 149 10 150 30 450 30
ASH-SDH-152 6" 152 174 10 150 30 450 30
ASH-SDH-203 8" 203.2 226 10 150 30 450 12

Brand Reference :ASHFLEX SLURRY DISCHARGE HOSE - ID 1-1/2" - W.P.10BAR/150PS| -




