INDUSTRIAL RUBBER HOSE

| ASHFLEX DREDGE DISCHARGE HOSE

Common Application

Our product, which is easy to install, is appropriate for the discharge
of seawater, silt, sand and other dredge materials. This kind of dredge
hose possesses good rigidity and externally physical damage
resistance.

DREDGE DISCHARGE HOSE
Key Features

N

Reinforcement:Multi-layer reinforcing materials with high strength
performance and good cracking resistance.The reinforcement layer is
embedded with wire coils to prevent kinking, crushing and local
loads.

Cover:Synthetic rubber with resistance to abrasion, weathering, seawater and oil. The cover with light orange spiral
fringes or an intensive black buffer layer is coated with light orange polyurethane.

Inner Tube:Synthetic rubber with a buffer layer of high drawing force and abrasion resistance, realizing the maximal
attachment strength to the hose shell.

Temperature Range:-25°C to +80°C
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ASH-DD-012 12" 300 12-15 &) 1.5-2
ASH-DD-016 16" 400 5-15 15-45 12-15 5 15-2
ASH-DD-018 18" 450 5-15 15-45 12-15 5 152
ASH-DD-020 20" 500 10-20 30-60 15-20 5 1.5-2
ASH-DD-022 225 550 10-20 30-60 15-20 5 1.5-2
ASH-DD-024 24" 600 15-25 45-75 15-20 5 1.5-2
ASH-DD-026 26" 650 15-25 45-75 15-20 5 1.5-2
ASH-DD-028 28" 700 15-25 45-75 20-25 5 15-2
ASH-DD-030 30" 750 15-25 45-75 20-25 5 1.5-2
ASH-DD-032 325 800 15-25 45-75 25-50 5-8 152
ASH-DD-036 36" 900 20-30 60-90 25-50 5-8 2-3
ASH-DD-040 40" 1000 25-30 75-90 25-50 5-8 2-3
ASH-DD-044 44" 1000 25-30 75-90 25-50 5-8 2-3

Brand Reference:ASHFLEX DREDGE DISCHARGE HOSE- 12" - W.P.10BAR-



