INDUSTRIAL RUBBER HOSE

| ASHFLEX CORRUAGTED MARINE EXHAUST HOSE 3 BAR

Common Application

The Corrugated Marine Exhaust Hose is specially designed for marine
engine exhaust systems.lt is used for conveying hot exhaust gases
mixed with water from marine engines in ships,boats, and offshore
equipment.

Typical Applications

+ High flexibility due to corrugated structure
- Resistant to heat, seawater, oil, weather, and abrasion
- Reinforced with textile and wire helix for durability under pressure

and suction
- Long service life in harsh marine environments
- Easy installation in confined spaces of marine engine rooms

Key Features

Reinforcement: Multiple layer of high tensile synthetic cord and supported with helix wire

Cover: Black colour of SBR blend compound.Oil ,flame ,sea water,abrasion and weather resistance.
Inner Tube : Black colour of SBR blend compound.Oil Resistance

Working Pressure: Constant Pressure 3 Bar /43PSI

Temperature Range: -30°C to +100°C

Safety Factor:3:1
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ASH-CME-050 3 43 9 130 30
ASH-CME-076 3 76.2 85 3 43 9 130 30
ASH-CME-101 4" 101.6 112 3 43 9 130 30
ASH-CME-125 5 125 136 3 43 9 130 30
ASH-CME-152 6" 152 162 3 43 9 130 30
ASH-CME-203 8" 203.2 214 3 43 9 130 30

Brand Reference:ASHFLEX CORRUAGTED MARINE EXHAUST HOSE-W.P. 3 BAR -



