Pion 551860K

COMMERCIAL DOOR TYPE DISHWASHER
BUILT FOR PROFESSIONAL KITCHENS

Engineered for hygiene, durability and precision performance

INTEGRATED DEEP-DRAWN WASH TANK

The wash tank is manufactured using a one-piece
deep drawing process, eliminating welding joints
and reducing hygiene risk while enhancing
structural strength.

STAINLESS STEEL WASH & RINSE ARMS

Equipped with stainless steel wash and rinse arms,
featuring quick-lock and quick-release design for
easy removal, cleaning and maintenance.

PRECISE TEMPERATURE CONTROL

Programmable operating temperature with a
deviation tolerance of #2°C, ensuring consistent
washing performance and reliable sanitization.

THERMALLY INSULATED BOOSTER TANK
The booster tank is designed with thermal insulation
coating, improving energy efficiency while
maintaining stable high-temperature rinsing.

HEAVY-DUTY 304 STAINLESS STEEL

The machine is built with 304 stainless steel external
panels, with 75% of the overall structure using 1.5mm
thick stainless steel material, delivering exceptional
durability for commercial environments.

ELECTROPOLISHED WASH TANK

The wash tank undergoes electropolishing
treatment, resulting in a smoother surface that
resists dirt accumulation and enhances hygiene
standards.

X = Electrical Loading 11.14kW
g Power Supply 380V/50Hz/3phase
Tank Heater 3kw

Booster Heater 6.3kW

Boiler Capacity 10L

I Machine Capacity 60rack (1500 dishes)/hr
Cycle Time 60 - 75sec
Door Opening Height 424mm

Rinse Usage 2L/rack

Auto Fill Yes

Auto Door Sensor Yes

Net Weight 101kg

Dimension 697 x 640 x 1419mm

Specification
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Pion 551860K

Entry Height Basket Dimensions
H424mm 500 x 500mm

Entry Width Capacity

W 505mm up to 60 racks/hr
Dimensions

H 1880mm (Door Open),

L 697mm, W 640mm
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