
H3000-Series NVR

Features
• 64ch Network Video Recorder
• Standalone Embedded Linux
• H264+/H.265+ Compression
• 32ch Real-Time Display
• Support IPC up to 8MP
• 16ch Simultaneous Playback
• 4K HDMI x1, 2K HDMI x1, 2K VGA x1
• 16 Surveillance HDD Bay, max. 8TB each
• 1Gbps TCP/IP Port x2
• 64ch Audio In (IPC) 
• Audio 1in1out (NVR) for 2 way Audio
• Alarm In : 32 (IPC), 8in4out (NVR)
• HDD Failure Notification (S.M.A.R.T.)
• USB3.0 x1 (back), USB2.0 x2 (front)
• 230VAC Input
• eSATA x1

* Specification maybe changed without prior notice

Model HN31664-4K

Video In 64ch, 260Mbps

Recording Up to 8MP : 4098x1944 @25fps (PAL) 

Compression Support H.264+ / H.265 IPC

Audio 64 (IPC) + 2 RCA In/Out, Support 2 way Audio

Monitor  Out 4K HDMI x1 , 1080p HDMI x1,  1080p VGA x1

Alarm 64ch in (IPC) + 8ch in /4ch out (NVR)

Storage 16x Internal SATA HDD, up to 8TB each

Network 2x 10/100/1000-BaseT, RJ45

W. Environment -10o ~ 50oC, <90o Humidity (Non-Condensing)

Power 230VAC In, ATX 250W Internal Power Supply

Dimension (mm) 4U,  437(W) x 483(D) x 143(H), 12kg (w/o HDD)

SPECIFICATION

HN31664-4K – 64ch 16HDD 4K NVR 


